
SANDG INNOVA 2020

SANDG INNOVATORS
129 D.Old Court Building Karamadai Road

Mettupalayam, Coimbatore - 641301.
T :  9842291558

E : sandginnovators@gmail.com

USER'S GUIDE



2

PREFACE

       Thank you for purchasing of our unique   

We are very confident that your new purchase will greatly beneficial for you in terms of 

P r o d u c t i o n  M o n i t o r i n g  &  C o n t r o l l i n g .

SANDG INNOVA 2020.

       This Manual shows how to get the most of your new purchase from turning on the 

power switch to basic Trouble Shooting. Take some time to read it carefully before operating your 

SANDG INNOVA 2020. However, after reading this Manual if you are not sure about how to do something, 

p l e a s e  f e e l  f r e e  t o  c o n t a c t  u s .  W e  w i l l  b e  g l a d  t o  s u p p o r t  y o u .

CONTENTS
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1.SUPERNOVA-2020 PLC  1 No.



FRONT VIEW

KEY FUNCTIONS

Esc Enter

         The 4 keys are used to edit a number in setting menu
and password editing

Enter
Enter key – it have 3 functions

1.Enter to settings menu
2.Shift rite digit (rite curser move)
3.Save setting number when rite lest digit

Increment key – this key increment number
when it press (01234567890123…)

Decrement key- this key decrement number
when it press (98764321098765…)

Esc
Esc key – it have 3 functions

1.Exit to settings value when left lest digit
2.Shift left digit (Left curser move)
3.Exit from setting menu

TECHNICAL SPECIFICATIONS

1.Supply voltage
                     

24V AC or DC

2. Output Load(relay)
                     

5A/230VAC
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Esc Enter

AO [0-10V]

1 2 3 4 5 6

24V~

13 14

AI [0-10V]

24 25 26 27 28 29 30 31 32 33 34 35 36 37 38 39 40 41 42 43

DI

50 51 52 53 54 55
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Relay

18 19 20 21 222315 1617

RS485

7 8 9 10 11 12

DI

44 45 46 47 48 49



PROGRAM FLOW

When the unit is powered on
the Display Shows as

SANDG INNOVA 2020

BATLIBOI

Normal display mode [1-Zone] Normal display mode [2-Zone]

50

Zone-1 H in %

35

Zone-1 T in C

50

Out Side H in %

35

Out Side T in C

1

Zone Setting

Auto

Auto/Manual

Auto

CTRL_SIG_Y1

50

Auto

CTRL_SIG_Y2

50

SNXXXX

Serial No

Buttonand

for next screen

 Press                    

50

Zone-1 H in %

35

Zone-1 T in C

50

Out Side H in %

35

Out Side T in C

2

Zone Setting

Auto

Auto/Manual

Auto

CTRL_SIG_Y1

50

Auto

CTRL_SIG_Y2

50

SNXXXX

Serial No

50

Zone-2 H in %

35

Zone-2 T in C

Auto

CTRL_SIG_Y3

50

Auto

CTRL_SIG_Y4

50
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Main Menu Detail

I/P Statues

Settings

<

I/P Statues
<Zone Select

Set Auto/Manual<
Zone Select

Set Auto/Manual
<Calibration

I/P Statues

Settings

<

Set Auto/Manual
<Settings

Calibration
<Settings

I/P Statues
<Set Auto/Manual

 Press            Button

 Press            Button

 Press            Button

 Press            Button

 Press            Button

 Press            Button

0000

Enter Password
 Press                    ButtonEnter

Admin password User password

 Press            Button

I/P Statues

Settings

<

 Press            Button

I/P Statues

Settings

<
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Settings Menu Detail [Zone - 1]

0000

Enter PasswordPress                    
Button

Enter

Enter Admin or User password

Set Auto/Manual
<Settings

 Press                    ButtonEnter

Select Settings
by press
Button

50

 Z1_PUMP1_ON

 Press            Button

50

Z1_PUMP2_ON

5

Z1_PM_1/2_ONDly 

5

 Z1_PM_1/2_OFFDly 

50

 Z1_Humidity 

35

 Z1_Temperature 

xxx

 SetUser Password 

27

 Device ID 

10

  Z1_MnLmt_DAM[Y1] 

10

  Z1_MnLmt_Hum[Y2] 

1

  Ds_Scroll_En/Ds 

50

 Z1_PUMP1_ON
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0000

Enter PasswordPress                    
Button

Enter

Enter Admin or User password

Set Auto/Manual
<Settings

 Press                    ButtonEnter

Select Settings
by press
Button

50

 Z1_PUMP1_ON

50

Z1_PUMP2_ON

5

Z1_PM_1/2_ONDly 

5

 Z1_PM_1/2_OFFDly 

50

 Z1_Humidity 

35

 Z1_Temperature 

50

 Z1_PUMP1_ON

50

Z2_PUMP2_ON

5

Z2_PM_1/2_ONDly 

5

 Z2_PM_1/2_OFFDly 

50

 Z2_Humidity 

35

 Z2_Temperature 

xxx

 SetUser Password 

27

 Device ID 

10

  Z1_MnLmt_DAM[Y1] 

Settings Menu Detail [Zone - 2]

10

  Z1_MnLmt_Hum[Y2] 

1

  Ds_Scroll_En/Ds 

50

 Z1_PUMP1_ON

10

  Z2_MnLmt_DAM[Y3] 

10

  Z2_MnLmt_Hum[Y4] 
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Input Statues Menu Detail

0000

Enter Password
 Press                    ButtonEnter

Enter Admin or User password

 Press                    ButtonEnter

Select Settings by press
Button

OFF

 Z1 Pump-1

 Press            Button

[Zone - 1] [Zone - 2]

I/P Statues

Settings

<

OFF

 Z1 Pump-2

OFF

 Z1 Supply Fan

OFF

 Z1 ExhaustFan

OFF

 Z1 RDF

OFF

 Z1 Pump-1

OFF

 Z1 Pump-2

OFF

 Z1 Supply Fan

OFF

 Z1 ExhaustFan

OFF

 Z1 RDF

OFF

 Z1 Pump-1

OFF

 Z2 Pump-1

OFF

 Z2 Pump-2

OFF

 Z2 Supply Fan

OFF

 Z2 ExhaustFan

OFF

 Z2 RDF

OFF

 Z1 Pump-1
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Auto / Manual Setting Menu Detail

0000

Enter Password
 Press                    ButtonEnter

Enter Admin or User password

 Press                    ButtonEnter

Select Settings by press
Button

1

 SET Auto/Manual

 Press            Button

[Zone - 1] [Zone - 2]

50

 SET_CTRL_SIG_Y1 

I/P Statues
<Set Auto/Manual

50

 SET_CTRL_SIG_Y2 

1

 SET Auto/Manual

1

 SET Auto/Manual

50

 SET_CTRL_SIG_Y1 

50

 SET_CTRL_SIG_Y2 

1

 SET Auto/Manual

50

 SET_CTRL_SIG_Y3 

50

 SET_CTRL_SIG_Y4 

 Zone Setting Menu Detail

0000

Enter Password
 Press                    ButtonEnter

Enter Admin password only

 Press                    ButtonEnter

Select Settings by press
Button

2

 Zone Setting

I/P Statues
<Zone Select
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Calibrations Setting Menu Detail

0000

Enter Password
 Press                    ButtonEnter

Enter Admin or User password

 Press                    ButtonEnter

Select Settings by press
Button

1

 Z1_H_CALIB

 Press            Button

1

 Z1_T_CALIB 

1

 Z2_H_CALIB 

1

 Z2_T_CALIB

Set Auto/Manual
<Calibration

1

 OUT_H_CALIB

1

 OUT_T_CALIB

1

 Z1_H_CALIB
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WARRANTY 

 

SANDG INNOVA 2020 
 

The above equipment has been supplied after testing it thoroughly and is free from any kind 

of manufacturing defects. The Warranty is effective from _____________ to _______________ 

 
against any manufacturing defects, when used in accordance with instruction manual. 

However, the Warranty is avoid if the equipment is misused or lost or damaged in transit or 

an attempt made to repair unauthorized. 

 
Our liability under this warranty is limited to the repair or replacement at our discretion when 

the equipment is sent to our factory. 

 
No other warranty expressed or implied is applicable. 
 
 
 

for SANDG INNOVATORS 
 
Authorised Signatory. 
 
Customer Address:  

_________________________________  
 

_________________________________  
 

_________________________________  
 

_________________________________  
 
SERIAL NUMBER: ____________________ 
 
 
 
 
NOTE: Please mention Serial No. in all Your Correspondence. 
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